TILERS REDBACK FX90R

Floor Cross Red Beam

FEATURES REDBACK FX90G

2x Ultra Bright Floor Lines
90° Square Floor Cross Green Beam
Levelling Adjustment Screws P
Bubble Vials [ B
Rigid Metal Base

Tile Guide Rails
Certificate of Calibration
2 Year Warranty
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The RedBack Lasers FX90R and FX90G provides maximum
brightness and clarity of laser floor lines indoors, ideal for all
types of tiling and flooring fit out and installation.

The FX90 features two Floor lines at 90° to each other ideal for
squaring and layout. Both models provide excellent brightness
with the FX90G green beam providing the ultimate performance.

The FX90 feature a solid cast metal base with adjustment screws
and bubble vials this ensures maximum accuracy. The base also
features two guide rails ideal for lining up the laser lines to the
tiles of other floor covering.

The FX90R and FX90G come in a handy padded carry bag and
are powered by 3 “AA” Alkaline batteries supplied with it, the
laser also comes with a laser target for added clarity.

SPECIFICATIONS

www.redbacklasers.com.au/fx90.html

| Square Accuracy +0.4mm/m OPTIONAL
Range (light dependant) FX90R up to 20m Visible Kit Includes: ACCESSORIES |
Range (light dependant) FX90G up to 30m Visible F)(QOR B FXQO'G Laser LG1 Red Glasses
Laser Class FX90R class 3r 635-670nm Red Laser Target : LG1G Green Glasses
Laser Class FX90G class 3r 522-542nm Green 3x “AA” Batteries LS307 Red Target
Levelling Manual Carry Case LS307G Green Target
Power Supply 3x “AA” Alkaline
Dust/ Water Rating IP54 (dust protected and water drips)
Temperature Range -10° to +45°
Weight (laser unit) 0.3kg
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